
   PARK STANDARD DETAILS

  4 OF 5  PSD PC-7    03/14/2011 RERMAM  1/2" = 1'-0"PSD PC-7.DWG

1-1/2" WIDE BORDER, LIGHT SANDBLAST FINISH

SMOOTH FIN. BACKGROUND, 1/2" DEEP INSET.

4" TIMES ROMAN LETTER INSET, 1/2" DEEP AND PAINTED GLOSS

BLACK - REFER TO PSD PC-8 FOR TYPICAL CAST-IN LETTER

REAR ELEVATION VIEW
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PATCH IN FIELD BY OTHERS
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SIDE VIEW
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BOTTOM VIEW

18"x108" PRECAST SIGN

PANEL FOR PARK SIGN 'B'

NOTES:

1. ALL SIGNS SHALL BE PRE-CAST. MANUFACTURER SHALL PROVIDE SHOP DRAWINGS AND

    APPROPRIATE FINISH SAMPLES PRIOR TO CONSTRUCTION FOR REVIEW AND APPROVAL.

2. ALL EDGES TO HAVE 1/4" RADIUS MINIMUM

3. MANUFACTURING TOLERANCE ±1/4"

4. CONTRACTOR SHALL BE RESPONSIBLE FOR ALL FIELD CUTS, IF REQUIRED

5. CONTRACTOR SHALL BE RESPONSIBLE FOR ALL ANCHORING METHODS AND

    MATERIALS

6. SEALER: STANDARD GLOSS SEALER, OR EQUAL

7. COLOR: C1-NATURAL OR EQUAL
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SCALE:  1/2" = 1'-0"
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